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J. Z. Developments & Progresses 
 

In year 1980’s, exported its Nonwoven Shoes Material from TaiWan to China (transshipment via HongKong). 
 

In year 1995, moved its factory from TaiWan to China, started its 1
st
 group products of Nonwoven Shoes Material, e.g.: 

nonwoven toe puff & counter material (chemical sheet) and nonwoven insole board. 
 

In year 2002, moved to new factory in QuanGang District, QuanZhou City, FuJian Province, China and started its 

exports (through export agents). 
 

In year 2003, started production of Paper Insole Board (Cellulose Board). 
 

In year 2004, started production of Shank Board. Paper Insole & Shank Board were our 2
nd

 group products. 
 

In year 2005, started production of Nonwoven Hot Melt (Thermoplastic). 
 

On March 6
th

, 2009, new company J. Z. Industry & Trade Co., Ltd. was set up, who covered the export business of our 

own products and trading items. 
 

In year 2011, LDS# Soft Nonwoven Chemical Sheet was developed successfully, which was suit for sandals (belt’s parts). 

LDS# is sold very well in Algeria. 
 

In year 2012, started production of Ping-Pong Hot Melt, the only one who could produce Non-Tear-Up & Rigid Quality 

Ping-Pong Hot Melt to compare with the same products offered by European suppliers. Thermoplastic & Ping-Pong 

Hot Melt are our 3
rd

 group products. 
 

On May 26
th

, 2016, our own imp./exp. company ZhangZhou J. Z. Commerce Co. Ltd. was set up, who is servicing our 

own imp./exp. business. Export agents quitted from our business. 
 

In 4
th

 season of year 2017, improved our quality system of paper insole board & shank board because China prohibited 

to import the recycled papers , then new quality codes JZ-998#-JZ989#-JZ996#-JZ969# and JZ-STARS were pushed 

into market with successful customers’ feedbacks. All old quality (e.g. Paper Insole JZ808 -JZ818 -JZ828 -JZ838 

-JZ858 -JZ646 -JZ555, ShankBoard JZ-T & JZ-ST & JZ-K) were disabled from our quality scope. 

On Oct. 16th, 2017, started to import the raw material from European & Korea & TaiWan to support our own 

production & trade business. 
 

In year 2018, PAC# Nonwoven Chemical Sheet was developed successfully, which was activated in Petrol/Oil. PAC# is 

sold very well in Iran. Our JinJiang general warehouse was set up in this year. 
 

In year 2019, our JinJiang Exhibition Room was set up in JinJiang International XieFangCheng (the new market 

center of shoes material)。 
 

In year 2020, JZ-998# (2020 Version) Paper Insole Board was developed & approved by customers & markets, because 

its quality could compare with Texon-437#. 
 

In year 2021, JZ-767# & JZ-777# Nonwoven Insole Board were developed.  

JZ-777# quality was lower than regular JZ-277# with more competitive prices, but JZ-777# can’t support SHVC-224 

Items Chemical Testing. 

JZ-767# was a soft quality who was supporting Insole+EVA for casual shoes & sport shoes. JZ-737# also was a Soft 

Quality Insole which was made in Color Fiber and couldn’t support color changed, but JZ-767# could support the color 

changing as per customers’ demand.  
 

In year 2022, JZ-969N# & JZ-989N# paper insole board were developed and approved by customers & markets 

because of their excellent combination of Peeling Strength & two kinds of Tensile Strength & Flex Index. 
 

In year 2022, JZ-668N# & JZ-688N# Shank Board were developed and approved by customers & markets because of 

their excellent rigidity & nice surface treatment…etc. 
 

In year 2022, SGS# Nonwoven Hot Melt (also named Thermoplastic Toe Puff & Counter Material) was developed, who 

is a Soft & Flexibility quality with competitive prices, an excellent succedaneum of SNTS# Ping Pong Hot Melt.  
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J. Z. Brands 

 

Brand & Design Category Application Time Approval Time Registration Number Remarks 

 

24 May 28
th

 2011 June 7
th

 2012 9478664 

The whole design & 

parts & English 

Letters & Chinese 

Letters 

 

25 May 28
th

 2011 July 7
th

 2012 9478665 

The whole design & 

parts & English 

Letters & Chinese 

Letters 

 

16 Feb. 27
th

 2017 April 21
st
 2018 22953341 

The whole design & 

Letters. 

The new registration 

is to cover all details. 

16 July 15
th

 2019 March 6
th

 2020 39661822 

24 Feb. 28
th

 2017 May 14
th

 2018 22969347 

24 July 15
th

 2019 Feb. 27
th

 2020 39645127 

 

16 March 1
st
 2017 Feb. 28

th
 2018 22975285 The whole design & 

Letters. 24 Feb. 28
th

 2017 Feb. 28
th

 2018 22969729 

 

16 July 15
th

 2019 March 28
th

 2020 39644782 The whole design & 

Letters. 24 July 15
th

 2019 March 28
th

 2020 39655036 
 

FYI: Trademark Office of National Intellectual Property Administration, PRC (WWW.WCJS.SBJ.CNIPA.GOV.CN) 

 

J.Z. Codes 
 

Code Explains Code Explains 

D Density (密度) X Shape-Setting (定型) 

E Excellent (优) NF No Fillers (无填充料) 

G Good (好) NT Non-Tear-Up (耐撕裂) 

H Hardness (挺度) PAC Petrol Activation Quality (汽油起反应) 

L Low (低) PK Including Low Melt Fiber (含低熔棉) 

M Middle (中) First S Soft (软质) 

N Normal (常规) Final A A# Quality 

R Rigid (硬质) Final AS AS# Quality 

S Stickiness (粘度) Final S S# Quality 

T Transparent (透明) Final E Double Sides (双面) 

W Whiter (加白) Final N New (新品) 

 

http://www.wcjs.sbj.cnipa.gov.cn/


FuJian Province, China (Postal Code: 363005)

Dear Sir & Madam:

      The whole market is calling their Chemical Sheet & Hot Melt quality as A/B/C, but all A/B/C are different exactly. 

      因整个市场的质量等级都是以A/B/C标注港宝和热熔胶的质量，但实际各个厂商的A/B/C是不同的。

To avoid any misunderstanding to our quality level, we prefer to change our Quality Code as bellowing:

为避免我司客商误解，因此我司质量等级编号更换如下：

E=Excellent (优) S=Stickiness (粘度) Final A=A# Quality X=Shape-Setting (定型)

G=Good (好) H=Hardness (挺度) Final AS=AS# Quality NT=Non-Tear-Up (耐撕裂)

M=Middle (中) D=Density (密度) Final S=S# quality

L=Low (低) N=Normal (常规) Final E=Double Sides (双面)

R=Rigid (硬质) W=Whiter (加白) Final N=New (新品)

First S=Soft (软质) T=Transparent (透明)

S#=ESHW# A#=ESHN# B#=GSMH# C#=MSLH# D#=LSMH#

F#=LDS# M#=MSH# PAC#=special code for Petrol Activation Quality (汽油起反应)

New Code/新编号

= S# Soft &Transparent Ping-Pong Hot Melt 75℃ (+/-5℃)

SNTS# It's suit for each kinds of sport shoes & casual shoes etc.

软质、耐撕裂、透明水刺布热熔胶,适用各类运动鞋、休闲鞋等。

= A# Rigid & Non-Tear-Up & Transparent Ping-Pong Hot Melt 75℃ (+/-5℃)

RNTA# It's suit for quality high-heel shoes & fashion shoes & business shoes, who need nice shape.

硬质、耐撕裂、透明水刺布热熔胶,适用高鞋型要求的高档时装鞋、商务皮鞋、高跟鞋等。

= E# Rigid & Non-Tear-Up & Transparent Ping-Pong Hot Melt (Double Side Coating)

It's suit for quality high-heel shoes & fashion shoes & business shoes, who need nice shape

RNTE# 1.20MM & upper are suit for the counter of safety shoes & caravan shoes & climbing boots

硬质、耐撕裂、透明水刺布热熔胶,适用高鞋型要求的高档时装鞋、商务皮鞋、高跟鞋等。

1.20MM及其以上厚度适用于劳保鞋(安全鞋)、登山鞋的后包跟。

New Code/新编号

It's suit for quality leather shoes & fashion shoes & business shoes, who need nice shape.

高粘度、高挺度、易定型的港宝热熔胶，胶面温度110℃ (+/-5℃)，

适用高鞋型要求的高档皮鞋、时装鞋、商务皮鞋等。

List Of New Quality Code/新 质 量 编 号

佳臻工贸有限公司|J. Z. Industry & Trade Co., Ltd.
电话|Tel.: 0086-596-2551188                                                传真|Fax: 0596-2551588

网页|Web: www.jz-industry.com                    邮箱|Email: jzindustry@vip.163.com
Add.: RM.: 2404, 8Th Bldg., BiHu ShuangXi, No.: 9, HuBin Rd., LongWen Dist., ZhangZhou City,

Product's Application & Original Code/产品适用范围&其原编号

Ping-Pong Hot Melt/水刺布热熔胶:

New Code for Nonwoven Toe Puff & Counter Material (Chemical Sheet)/无纺布港宝(化学片):

Original Code & Product's Application/原编号及其产品适用范围

Nonwoven Hot Melt (Thermoplastic Toe Puff & Counter Material)/无纺布港宝热熔胶:

= V# Nonwoven Hot Melt, who is excellent stickiness & excellent shape-setting in 110℃ (+/-5℃)

SEXH#



港宝/化学片| Nonwoven Toe Puff & Counter Material, Also named as Nonwoven Chemical Sheet (1
st
 group from year 1995) 
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 质量比对| Comparison to Quality: 

质量编码 

Quality Code 
产品特性| Product Features 

欧标 224 项化性检测 

SVHC-224 Items Testing 

压缩强度及回弹率(SATRA TM 83: 1996) 

Collapsing Load and Resilience 

ESHW# 
加白产品，高挺度、高回弹率、高粘性 

Whiter Color, excellent hardness & resilience & stickiness 

通过 

Passed 

压缩强度| Collapsing Load: 24.70N 

回弹率| Resilience: 27.30% 

ESHN# 
高挺度、高回弹率、高粘性 

Excellent hardness & resilience & stickiness 

通过 

Passed 

压缩强度| Collapsing Load: 24.70N 

回弹率| Resilience: 27.30% 

GSMH# 
粘性好，挺度和回弹率适中 

Good stickiness, middle hardness & resilience 

通过 

Passed 

压缩强度| Collapsing Load: 22.20N 

回弹率| Resilience: 20.90% 

MSLH# 
粘性适中，挺度和回弹率略差 

Middle stickiness, low hardness & resilience 

通过 

Passed 

压缩强度| Collapsing Load: 14.90N 

回弹率| Resilience: 20.30% 

LSMH# 
粘性略差，挺度和回弹率适中 

Low stickiness, Middle hardness & resilience 

通过 

Passed 

压缩强度| Collapsing Load: 16.70N 

回弹率| Resilience: 17.40% 

LDS# 
软港宝，无挺度要求，粘性适中，回弹率好 

Soft quality, middle stickiness & good resilience 

通过 

Passed 

压缩强度| Collapsing Load: N/A 

回弹率| Resilience: N/A 

PAC# 
粘性适中，挺度和回弹率略差 

Middle stickiness, low hardness & resilience 

通过 

Passed 

压缩强度| Collapsing Load: 14.90N 

回弹率| Resilience: 20.30% 

上述物性测试所用厚度全部是 1.20MM| All testing were done in 1.20MM 

催化剂| Active Solvents: 

质量| Quality 甲苯| Benzene 汽油| Petrol/Oil 丙酮| Acetone 备注| Remarks 

ESHW# 优| Excellent 好| Good Worse Suggestion to Benzene Of Summer Season: 

50.00% Of Benzene, 50.00% of Volatilization Chemical,  

dipping to benzene 8.00-10.00 Seconds (not more) 

夏季: 甲苯 50.00%、挥发剂 50.00%, 浸泡 8.00-10.00 秒 
 

Suggestion to Benzene Of Winter Season: 

40.00% Of Benzene, 60.00% of Volatilization Chemical,  

dipping to benzene 10.00-12.00 Seconds (not more) 

冬季: 甲苯 40.00%、挥发剂 60.00%, 浸泡 10.00-12.00 秒 

ESHN# 优| Excellent 好| Good Worse 

GSMH# 优| Excellent 普通| SoSo Worse 

MSLH# 优| Excellent 不适用| Inapplicability Worse 

LSMH# 优| Excellent 不适用| Inapplicability 不适用| Inapplicability 

LDS# 优| Excellent 不适用| Inapplicability 不适用| Inapplicability 

PAC# 普通| SoSo 优| Excellent 不适用| Inapplicability 

产品用途| Applications: 

1.- 
鞋子的包头和包跟部位 

Shoes/Boots’ Toe Puff & Counter 

2.- 
箱包的隔板、垫片 

Boxes & Bags’ interlayer or padding 

3.- 
手机、平板电脑的盖板 

 Cover of mobile & Ipad. 

 

 



水刺布热熔胶| Ping-Pong Hot Melt (3
rd

 group from year 2012) 
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 产品特性| Product Features: 

质量编码 

Quality Code 
产品特性| Product Features 

SNTS# 
单面软质，白色透明，高回弹率，高粘性 

Single# Soft quality, transparent, excellent resilience & stickiness 

RNTAS# 
单面中硬品质，耐撕裂，白色半透明，回弹率好，粘性好 

Single# Middle rigid & & Non-Tear-Up, semi-transparent, good resilience, good stickiness 

RNTA# 
单面硬质，高耐撕裂，白色透明，高回弹率，高粘性 

Single# Rigid & Non-Tear-Up, transparent, excellent resilience & stickiness 

RNTE# 
双面硬质，高耐撕裂，白色透明，高回弹率，高粘性 

Double# Rigid & Non-Tear-Up, transparent, excellent resilience & stickiness 
 

质量比对| Comparison to Quality: 

质量编码 

Quality Code 

欧标 224 项化性检测 

SVHC-224 Items Testing 

粘合牢度 

Bonding-Strength 

温度 

Temperature 

压缩强度及回弹率(SATRA TM 83:2018) 

Collapsing Load and Resilience 

SNTS# 
通过 

Passed 
20.80 N/MM 

胶面|Melt Point: 75℃ (+/-5℃) 

机台|Machine: 110℃ (+/-5℃) 

压缩强度| Collapsing Load: 6.00N 

回弹率| Resilience: 83.00%  (0.80MM) 

RNTAS# 
通过 

Passed 
18.33 N/MM 

胶面|Melt Point: 75℃ (+/-5℃) 

机台|Machine: 110℃ (+/-5℃) 

压缩强度| Collapsing Load: 14.00N 

回弹率| Resilience: 72.00%  (0.80MM) 

RNTA# 
通过 

Passed 
21.10 N/MM 

胶面|Melt Point: 75℃ (+/-5℃) 

机台|Machine: 110℃ (+/-5℃) 

压缩强度| Collapsing Load: 23.00N 

回弹率| Resilience: 92.00%  (0.80MM) 

RNTE# 
通过 

Passed 

正面|Front: 20.59N/MM 胶面|Melt Point: 75℃ (+/-5℃) 

机台|Machine: 110℃ (+/-5℃) 

压缩强度| Collapsing Load: 71.00N 

回弹率| Resilience: 76.00%  (1.50MM) 背面|Back: 17.10N/MM 
 

产品应用| Applications: 

质量编码 

Quality Code 
产品应用| Applications: 

SNTS# 
单面软质, 适用于运动鞋、休闲鞋等的前包头。 

Suit for Toe Puff to each kinds of sport shoes & casual shoes etc. 

RNTAS# 
通用型，适用于各类鞋型的前包头。 

Working-Horse, suit for Toe Puff to each kinds of shoes. 

RNTA# 
适用对鞋型严格要求的高档时装鞋、商务皮鞋、高跟鞋等的前包头。 

Suit for Toe Puff to quality high-heel shoes & fashion shoes & business shoes, who are requiring nice shape. 

RNTE# 

适用对鞋型严格要求的高档时装鞋、商务皮鞋、高跟鞋的后包跟(后套)；1.20MM 及其以上厚度适用于

劳保鞋(安全鞋)、登山鞋的后包跟。 

Suit for Counter to quality high-heel shoes & fashion shoes & business shoes, who are requiring nice shape, 

and 1.20MM & upper are suit for Counter of safety shoes & caravan shoes & climbing boots 

 

 



港宝热熔胶| Nonwoven Hot Melt, Also named as Thermoplastic Toe Puff & Counter Material (3
rd

 group from year 2005) 
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 产品特性| Product Features: 

质量编码 

Quality Code 
产品特性| Product Features 

SEXH# 
高粘性、高挺度、易定型 

Excellent stickiness & hardness, and easier for shape-setting 

SEHG# 
粘性好、高挺度、易定型 

Good stickiness, excellent hardness, and easier for shape-setting 

SGS# 
软质# 粘性好、超高柔嫩行、定型好 

Soft Quality# Good stickiness, Excellent Flexibity, and easy for shape-setting 

 

 

 

 

质量比对| Comparison to Quality: 

质量编码 

Quality Code 

欧标 224 项化性检测 

SVHC-224 Items Testing 

粘合牢度 

Bonding-Strength 

压缩强度及回弹率(SATRA TM 83:2018) 

Collapsing Load and Resilience 

SEXH# 通过| Passed 20.59 N/MM 
压缩强度| Collapsing Load: 92.00N 

回弹率| Resilience: 77.00%    (1.50MM) 

SEHG# 通过| Passed 18.33 N/MM 
压缩强度| Collapsing Load: 72.00N 

回弹率| Resilience: 60.00%    (1.50MM) 

SGS# 通过| Passed 18.33 N/MM 
压缩强度| Collapsing Load: 14.00N 

回弹率| Resilience: 92.00%    (0.60MM) 

  
 
 
 

操作温度参考| Operative Temperature 

质量 
Quality 

EVA Melt 
Softening 

Front Heat-Box Toe Puff’s Neat Setter Heat-Mold Cold-Mold/Box 
Remarks 

Temperature Time Temperature Time Temperature Time Temperature Time 

SEXH# 90℃ 90℃ 4M 

Leather Upper 110℃ 

10M 120℃ 10-15S -5℃ 

ToePuff: 10M 

 

Counter: 15-20S 

1.-M=Minute(s); S=Second(s) 

2.- Neat Setter is upto shoes’ 

styles, it almost is not required 

for Counter. 

3.- To ensure the stability & best 

result, we suggest Front Heat 

Box also is used for Counter 

Application 

PU Upper 90℃ 

Fabric Upper 100℃ 

SEHG# 90℃ 90℃ 4M 

Leather Upper 110℃ 

10M 120℃ 10-15S -5℃ 

ToePuff: 10M 

 

Counter: 15-20S 

PU Upper 90℃ 

Fabric Upper 100℃ 

SGS# 90℃ 90℃ 4M 

Leather Upper 110℃ 

10M 120℃ 10-15S -5℃ 

ToePuff: 10M 

 

Counter: 15-20S 

PU Upper 90℃ 

Fabric Upper 100℃ 

Important Reminding: To adjust the Mold & Box’s Temperature and operation time as per leather /PU /Fabric’s thickness & machine’s condition 
 

 



纤维中底板| Nonwoven Insole Board (1
st
 group from year 1995) 
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厚度范围|Thickness:  

常规厚度|Regular Thickness 1.00MM2.50MM 

非常规|NonRegular Thickness 0.40MM-0.80MM & 2.75MM-3.50MM 

 

 

产品用途| Applications: 

1.- 
除了高跟鞋外，适用于大部分鞋子的中底部位 

Except for High-Heel, suit for almost Shoes/Boots’ Insole 

2.- 
箱包的隔板、垫片 

Boxes & Bags’ interlayer or padding 

3.- 
手机、平板电脑的盖板 

 Cover of mobile & Ipad. 

 

 

质量比对| Comparison to Quality: 

测试项目&标准 

Testing Items & Standards 

测试厚度 

Thickness 
JZ-303# JZ-277# JZ-333# JZ-767# 

(=JZ-737#) 

JZ-303# 

Plus 

欧标 224 项化性检测 

SVHC-224 Items Testing 
2.00MM 

通过 

Passed 

通过 

Passed 
  

Texon 

Standards 

表层剥离强度 
Surface Peel Strength 

(SATRA TM101:1993) 

纵向 

Along 
2.00MM 

2.40N/MM 2.30N/MM 2.20N/MM 1.80N/MM 
Texon 

Standards 横向 

Across 
2.50N/MM 2.30N/MM 2.30N/MM 2.30N/MM 

中底板针孔撕裂 
Stitch-Tear Strength For Insole 

(BS 5131 Section 4.3:1990) 

纵向 

Along 
2.00MM 

134.50N 129.50N 103.50N 102.10N 
Texon 

Standards 横向 

Across 
163.50N 138.10N 133.20N 123.20N 

曲折指数 
Flexing Index 

(SATRA TM3:1999, Modified) 

纵向 

Along 
2.00MM 

1,818.00 1,524.00 782.00 584.00 
Texon 

Standards 横向 

Across 
609.00 398.00 250.00 85.00 

耐磨-湿式 
Scuff Resistance – Wet 

(SATRA TM14:1992) 

初次破损 

First Surface Damage 
2.00MM 

1,024.00Rubs 1,024.00Rubs 512.00Rubs 512.00Rubs 
Texon 

Standards 1500次后 

After 1500 Rubs 

52.80MM
3 

Volume Loss 

59.80MM
3 

Volume Loss 

77.80MM
3 

Volume Loss 

78.70MM
3 

Volume Loss 

水吸收&水解吸（中底） 
Water Absorption & Desorption (Insock) 

(EN ISO 20344:2011(7.2)) 

水吸收 

Water Absorption 
2.00MM 

82.00 Mg/Cm
2
 48.00 Mg/Cm

2
 18.00Mg/Cm

2
 24.00Mg/Cm

2
 

Texon 
Standards 水解吸 

Water Desorption 
99.00% 99.00% 99.00% 99.00% 

 

 



纸中底板| Paper Insole Board, Also named as Cellulose Board (2
nd

 group from year 2003) 

佳臻工贸有限公司| J. Z. Industry & Trade Co., Ltd. | Website: www.jz-industry.com | Email: jzindustry@vip.163.com | Tel: 0086-596-2551188 |Fax: 0596-2551588 

 

 

厚度范围|Thickness:  

常规厚度|Regular Thickness 0.90MM2.00MM 

非常规|NonRegular Thickness 0.40MM0.80MM & 2.25MM2.50MM 

质量比对| Comparison to Quality: 

测试项目&标准 

Testing Items & Standards 

测试厚度 

Thickness 
JZ-998# 

(2020 Version) 
JZ-989N# JZ-989# JZ-969N# JZ-969# JZ-818# 

欧标 224 项化性检测 

SVHC-224 Items Testing 
1.50MM 

通过 

Passed 

通过 

Passed 

通过 

Passed 

通过 

Passed 

通过 

Passed 

通过 

Passed 

表层剥离强度 
Surface Peel Strength 

(SATRA TM101:1993) 

纵向|Along 
1.50MM 

0.40N/MM 0.40N/MM 0.30N/MM 0.30N/MM 0.20N/MM 0.20N/MM 

横向|Across 0.50N/MM 0.50N/MM 0.40N/MM 0.30N/MM 0.30N/MM 0.20N/MM 

中底板针孔撕裂 
Stitch-Tear Strength For Insole 

(BS 5131 Section 4.3:1990) 

纵向|Along 
1.50MM 

149.70N  140.90N  106.60N 131.40N 

横向|Across 152.40N  133.70N  103.00N 114.10N 

中底板层间抗拉强度 
Transverse Tensile Strength Of Insole 

(SATRA TM80: 1992) 

干|Dry 
1.50MM 

503.90Kpa 470.40Kpa 453.00Kpa 394.40Kpa 340.90Kpa 364.20Kpa 

湿|Wet 112.10Kpa 104.00Kpa 52.60Kpa 194.80Kpa 41.40Kpa 61.50Kpa 

中底板抗张强度(干式) 
Tensile Strength Of Insole (Dry) 

(SATRA TM2:1995, Method 1) 

纵向|Along 
1.50MM 

14.90N/MM
2
 16.00N/MM

2
 13.00N/MM

2
 11.20N/MM

2
 10.60N/MM

2
 10.60N/MM

2
 

横向|Across 14.40N/MM
2
 19.10N/MM

2
 14.90N/MM

2
 17.20N/MM

2
 17.70N/MM

2
 14.80N/MM

2
 

中底板断裂延伸率(干式) 
Extention At Break & Modulus (Dry) 

(SATRA TM2:1995) 

纵向|Along 
1.50MM 

6.90% 4.90% 4.80% 3.80% 5.60% 4.50% 

横向|Across 4.20% 3.40% 2.40% 2.50% 3.50% 5.50% 

曲折指数 
Flexing Index 

(SATRA TM3:1999, Modified) 

纵向|Along 
1.50MM 

3.30 2.40 2.60 1.90 2.00 1.40 

横向|Across 3.30 1.80 2.40 1.50 1.90 1.30 

用Ross曲折机测定预切口耐增长性 
Cut Growth Using Ross Flexing 

Apparatus (After 50,000 Cycles|五万转) 

(ASTM D1052-(2009)2014) 

纵向-切口增长 

Along-Cut Growth 
1.50MM 

23.00MM  23.00MM  23.00MM 20.00MM 

横向-切口增长 

Across-Cut Growth 
23.00MM  23.00MM  23.00MM 22.50MM 

产品用途| Applications: 

1.- 
JZ998#适用于 10CM 跟(或更高)的高跟鞋/时装鞋。 

JZ998# is for high-heel/fashion shoes shoes, whose heel is 10.00CM & upper. 

2.- 
JZ989#是通用型，适用于各种鞋型和各种不同气候的国家，但不建议用 JZ989#去生产 10CM 跟(或更高)的高跟鞋/时装鞋 

JZ989# is a Working-Horse, who is suit for all kinds of shoes & work in any countries. Don’t suggest to use it into 10.00CM & upper heel. 

3.- 
JZ969#适用于平底鞋，建议不要用于 6.00CM（或以上的）坡跟鞋。 

JZ969# is suit for flat shoes (up to few centimeters' heel,<6.00CM)。 

4.- 
JZ818#适用于各种物性要求比较低(例如：小坡跟和平底款式的鞋/靴)或价格导向性比较强的鞋/靴生产。 

JZ818# is the most competitive insole who is suit for low-heel & flat shoes  

 
 



插腰板| Shank Board (2
nd

 group from year 2004) 
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厚度范围|Thickness:  

常规厚度|Regular Thickness 1.00MM2.50MM 

非常规|NonRegular Thickness 2.75MM3.50MM 

 

质量比对| Comparison to Quality: 

测试项目&标准 

Testing Items & Standards 

测试厚度 

Thickness 
JZ-888N# JZ-688N# JZ-668N# 

欧标 224 项化性检测 

SVHC-224 Items Testing 
2.00MM 

通过 

Passed 

通过 

Passed 

通过 

Passed 

表层剥离强度 
Surface Peel Strength 

(SATRA TM101:1993) 

纵向 

Along 
2.00MM 

0.50N/MM 0.50N/MM 0.40N/MM 

横向 

Across 
0.40N/MM 0.40N/MM 0.40N/MM 

中底板针孔撕裂 
Stitch-Tear Strength For Insole 

(BS 5131 Section 4.3:1990) 

纵向 

Along 
2.00MM 

295.70N 289.40N 228.60N 

横向 

Across 
395.10N 353.20N 247.20N 

中底抗拉强度 
Tensile Strength Of Insole  

(SATRA TM2: 1995, Method 1) 

干 

Dry 
2.00MM 

33.60N/MM
2
 32.50N/MM

2
 28.80N/MM

2
 

湿 

Wet 
21.90N/MM

2
 18.90N/MM

2
 17.90N/MM

2
 

中底材料特钉强度 

Pin Holding Strength Of Insole Materials 
(SATRA TM11:1993, Condition For At 

Least 48hours At 23℃, 50% R.H. And 
Test In The Same Atmosphere) 

干 

Dry 
2.00MM 

494.20N 474.20N 419.00N 

湿 

Wet 
121.20N 114.30N 83.00N 

 

产品用途| Applications: 

1.- 
JZ888N#是高剥离强度、高挺度、高抗扭度，适用于鞋跟高≥8.00CM 的时装鞋、高跟鞋等。 

JZ888N# is suit for the heel which is high ≥8.00CM fashion shoes & high-heel shoes…etc 

2.- 
JZ688N#适用于鞋跟高≥6.00CM 的坡跟鞋、时装鞋、高跟鞋等。 

JZ688N# is suit for the heel which is high ≥6.00CM each kinds of shoes…etc 

3.- 
JZ668N#适用于平底鞋或鞋跟高<6.00CM 的各类小坡跟鞋。 

JZ668N# is suit for flat shoes or high <6.00CM each kinds of shoes…etc 

4.- 
JZ-JZ#硬化插腰板适用于各类飞机板(鱼骨)或超高跟类的时装鞋、高跟鞋。 

JZ-JZ# Vulcanized Fiber Board is suit for super heel (≥10.00CM) and to be reinforced down-shank. 

 

 


